
P R O D U C T  B R O C H U R E

T I R E  C H A N G E R  ·  L E V E R L E S S

CS50
Professional Center-Post Leverless

Tire Changer

Premium leverless capability, without premium-brand

pricing.

Rim Range 12-32'' Rim Width 400 mm

Max. Wheel Diameter 1200 mm Powers 1.1 kW

EST. 1998 · CE · ISO 9001 · EXPORTED TO 60+ COUNTRIES  ·  ZHUHAI, CHINA

SCAN TO VIEW

& REQUEST A QUOTE



01 E N G I N E E R E D  F E A T U R E S

What sets the CS50 apart

Leverless mounting and

demounting head

The dedicated multi-function head guides the bead

through mounting and demounting without a

conventional tire lever, while the operator remains in

control of the service sequence.

COSENG · CS50

Lower bead breaker and hook

Coordinated lower tools support the bead-breaking and

demounting sequence from beneath the wheel, keeping the

principal working actions within one integrated platform.
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Center-post clamping platform

Center-post clamping and surrounding wheel supports

hold the assembly in the working position while

maintaining access around the rim.
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02 E N G I N E E R E D  F E A T U R E S

What sets the CS50 apart

Camera process monitoring

An integrated camera gives the operator a closer view

of the working area during mounting and demounting.

COSENG · CS50

Laser positioning

The laser guide supports repeatable positioning of the working

tools at the tire and rim interface.
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03 E N G I N E E R E D  F E A T U R E S

What sets the CS50 apart

Integrated wheel-support area

Roller supports and the marked rim reference are built

into the working area to help the operator prepare and

position the wheel for service.
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Synchronized auxiliary arms

Lifting and lowering auxiliary arms provide controlled support and

tool positioning through demanding mounting and demounting

steps.
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04 I N T E G R A T E D  F U N C T I O N S

Operator-controlled assistance
Standard CS50 systems that support a controlled mounting and demounting workflow.

08 Automated mounting and demounting

assistance

Integrated controls coordinate the machine's working systems

while the operator remains responsible for positioning and each

service action.

09 Automatic lubrication management

The standard lubrication system meters and applies lubricant

during the working sequence.

10 Variable-speed servo drive

Servo-controlled rotation provides adjustable operating speed

from 0 to 15 rpm.

11 75 kg wheel lift

The integrated lift supports wheel assemblies up to the published

75 kg loading capacity.

12 Intelligent inflator

The integrated inflation system is included in the CS50's

standard export configuration.
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05 T E C H N I C A L  D A T A

CS50 specifications
Rim Range 12-32''

Rim Width 400 mm

Max. Wheel Diameter 1200 mm

Work Pressure 8-10 bar

Operation Speed 0-15 rpm

Voltages 110V / 220V

Powers 1.1 kW

Tire Lift Max Loading 75 kg

N./G. Weight 360 / 400 kg

Packing DIM 1200 × 770 × 2000 mm

Machine-Space DIM 1800 × 1800 × 2200 mm

Noise <70 dB

Max QTY In Container 8 pcs (20'') & 18 pcs (40'')

INCLUDED EQUIPMENT

Standard accessories

Lead screw, nut & cone Hex wrench Oversized cone Bead clamp Bead presser plate Reverse-mount adapter

Plastic spacer Plastic & metal tire levers Riser plate Bracket Brush Lubricant

Lubricant paste Measuring gauge Cone & nut

Standard accessory contents and market-specific configuration should be confirmed in the sales quotation.

1998
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Request a quotation for the CS50

carson@coseng.com.cn  ·  +86 137 2785 7065  ·  No. 6 Shuanglin East Road, Jinwan District, Zhuhai, China
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